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APPROVED STORM DRAIN INLETS
GRATE AND FRAME CASTINGS BOX
TYPE GRATE DIM.
SINGLE GRATE WITH
CURB VERTICAL CASTINGS IFG—-3246—( ) C.l. | R.LV.D 24 X 36
OPENING
DOUBLE GRATE WITH | CASTINGS IFG—3246—( ) C.l. . .
CURB OPENING DOUBLE R.L.V.D 24" X 73
TRIPLE GRATE WITH | CASTINGS IFG—3246—( ) C.I. , .
CURB OPENING TRIPLE RLV.D | 24" X 110
FLAT OR

CASTINGS FG—1927—Cl CONCAVE | 20" x 30
AREA INLET

CASTINGS NO. 13 UR16 24" x 36"
INLET WITH DRIVE _ . ,
INLET WITH DRIVE CASTINGS IFG-3246( ) DOC. I: | R,LV,D 24 X 36
STANDARD
MANHOLE CASTINGS MH—24—GBP Cl
GRATE
C.D.0.T. TYPE R SEE STANDARD M—604—12
C.D.0O.T. TYPE 13 SEE STANDARD M—604—13

SHOW GRATE TYPE WHERE INDICATED BY ( )
NOTE: USE TYPE R OR TYPE D GRATE WHERE INLET IS LOCATED IN SUMP CONDITION.
USE TYPE V OR TYPE L GRATE WHERE GUTTER FLOW IS FROM ONE DIRECTION
ONLY.

GRATES AND FRAMES FROM OTHER FOUNDARIES MAY BE USED WHEN APPROVED BY THE CITY
ENGINEER.

PLACARD TO BE PLACED ON EACH STORM
SEWER OPENING INSTALLED WITHIN THE
SYSTEM SERVED BY THE CITY OF GRAND
JUNCTION OBTAIN FROM THE CITY OF
GRAND JUNCTION INSPECTION STAFF @
(970)244—1577

APPROVED STORM DRAIN INLETS

DEPARTMENT OF PUBLIC WORKS AND PLANNING APPROVED: DN
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//
L PIPE O.D.
. PLUS
4" TYP

] NONSHRINK GROUT
| / /— NEW PIPE

. —n 12" MIN.
RUBBER "0” RING

GROUTED PIPE CONNECTION

GROUT FOR PIPE CONNECTIONS SHALL
BE ALL—CRETE (5 OR 20 MINUTE SET)
MANUFACTURED BY FOSROC INC. OR
AN APPROVED SUBSTITUTE.

GROUT

(FOR CONNECTIONS TO EXISTING STRUCTURES)

—

FLEXIBLE PIPE CONNECTOR

/_FOR PIPE UP TO 18"

. | PIPE

12" MIN.

PVC PIPE CONNECTION

CONNECTION TO EXISTING PIPE, MANHOLE OR INLET BOX

DEPARTMENT OF PUBLIC WORKS AND PLANNING
ENGINEERING DIVISION
CITY OF GRAND JUNCTION, COLORADO

STANDARD STORM DRAIN

APPROVED: __ N PAGE

DATE: "
DRAWN% D-12

DETAIL

/\i.‘.‘f',
| SNE CONTINUOUS LONGITUDINAL
SR NO. 4 BARS. 1 EA. SIDE
6 IN. IR AS SHOWN
MIN.
FIBERMESH
CONCRETE
ENCASEMENT
_ SEWER
I PP . LINE

CONTINUOUS
NO. 4 BARS

STEEL/DUCTILE CASING PIPE OR

WATERWAY CROSSING.

10 FT. MINIMUM

CONCRETE

ENCASEMENT REQUIRED IN ALL CASES WHERE
SEWER LINE IS ABOVE WATER LINE OR IS UNDER

10 FT. MINIMUM
WATER LINE

WATER LINE BELOW SEWER LINE

BEDDING & HAUNCHING
MATERIAL, TYPE A

OR CONCRETE ENCASEMENT 10’
EITHER SIDE REQUIRED ON SEWER
LINE WHEN CLEAR VERTICAL

WATER ARE PARALLEL AND
HORIZONTAL SEPARATION IS LESS
THAN 10’ EDGE TO EDGE.

BEDDING & HAUNCHING
MATERIAL, TYPE A

WATER LINE Y
NOTE: STEEL/DUCTILE CASING PIPE

DISTANCE FROM WATER LINE IS LESS
THAN 1'—6" OR WHERE SEWER AND

V'
2,

ENCASEMENT REQUIRED WHEN

N
X

7/

LESS THAN 18"

6" PlPE‘i"

MIN. O.D. MIN.

—— SPRING LINE OF PIPE
~~—SEWER LINE

STEEL / DUCTILE CASING PIPE OR
CONCRETE CAP SHALL EXTEND

A DISTANCE OF 10’ EITHER SIDE OF
THE WATER LINE.

WATER LINE ABOVE SEWER LINE

TYPICAL WATER AND SEWER LINE CROSSINGS
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ADJUST MANHOLE RING AND COVER
TO MATCH SLOPE OF PAVEMENT. TOP
OF M.H. LID SHALL BE FLUSH WITH
OR NO MORE THAN 1/8" BELOW
TOP OF ASPHALT

#4 HOOP, 36" DIA.
GROUND SURFACE\\

TOP LAYER HMA
HMA PATCH /1 5" MIN, 2" MAX
127 MIN.
| —PLACE AND COMPACT

1 HMA IN LAYERS BETWEEN
1.5" AND 3" THICK

/'\UZU/\' MATCH EXISTING
PAVEMENT
v THICKNESS

..'.. 24” oA
4" MIN. : '
T
18” MAX. TOP
OF CONE TO

CONCRETE COLLAR
REQUIRED IN UNPAVED
AREAS

TOP OF COVER

STANDARD M.H. RING & COVER
(CASTINGS INC. 24—B-CI (FISH)

\IRAPID ROAD REPAIR GROUT

EINFORCED CONCRETE
GRADE RINGS / DRY STACKED

SEE PAGE SS—-08 FOR
POSITION OF
ECCENTRIC CONE

25 1/2”
24"

3291
SECTION A—-A

>

NOTE:

WHERE A GRATE TYPE COVER IS

REQUIRED USE CASTINGS
MH—-24-GBP CI

STANDARD MANHOLE RING AND COVER

DEPARTMENT OF PUBLIC WORKS AND PLANNING
ENGINEERING DIVISION
CITY OF GRAND JUNCTION, COLORADO

STANDARD STORM DRAIN

DETAIL

APPROVED: ._ 3]
g I
DRAWN:

DEPARTMENT OF PUBLIC WORKS AND PLANNING APPROVED: ___ON
ENGINEERING DIVISION CENERAL LTLITY DATE: e
CITY OF GRAND JUNCTION, COLORADO DRAWN:
. CONSTRUCT 6" WIDE CURB
L R W FULL LENGTH OF INLET
LOCK WASHER ON EACH SIDE STRUCTURE IF NO SIDEWALK
(4 PER CURB BOX) A /
i 4" SIDEWALK
I
4 pa P . a » a
b b N
NONSHRINK > b | 1
GROUT 4 4
/ !
SHIM AS NEEDED
TO PLUMB BACK
OF CURB BOX
SIDE VIEW
N.T.S.
2
2 ATTACH ANCHOR BOLT
3 AT TOP OF SLOT
g HEIGHT ADJUSTMENT
g BOLT
s FILL VOID WITH GROUT
g (MULTIPLE INLETS ONLY)
] /
i , 7T Y
i T
& IS % (7 N\
§ 2 ap a %
5 SN Y
g a a
2
B. I3 v /
§ : — — — - /
g s 4 ap g a R a ’ Da ab a P " 4 p 2 a b bd ” . > /
g b N ’ » b N
5 a . SECTION A-A
§ N.T.S.
% INLET CURB BOX DETAIL
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A.  CONTRACTOR SHALL HAVE ONE SIGNED COPY OF PLANS AND A COPY OF THE
STANDARD SPECIFICATIONS AT THE JOB SITE AT ALL TIMES.

CITY OF GRAND JUNCTION’S

B. ALL SEWER MAINS SHALL BE PVC SDR 35 (ASTM 3034) UNLESS OTHERWISE NOTED.

C. ALL SEWER MAINS SHALL BE LAID TO GRADE UTILIZING A PIPE LASER.

ALL SERVICE LINE CONNECTIONS TO NEW MAINS SHALL BE ACCOMPLISHED WITH
TAPPING SADDLES WILL NOT BE ALLOWED.

FULL BODY WYES OR TEES.

E. SERVICE LINE CONNECTIONS TO EXISTING NON—PVC MAINS SHALL BE ACCOMPLISHED USING "INSERTA TEES”

MANUFACTURED BY INSERTA FITTINGS COMPANY OF HILLSBORO, OREGON.
SADDLES SHALL BE USED.

FOR EXISTING PVC MAINS, TAPPING

F. 4 INCH SERVICES SHALL NOT BE CONNECTED DIRECTLY INTO MANHOLES. ALL 6 INCH SERVICES SHALL BE

CONNECTED TO THE MAIN AT A MANHOLE.

G.  THE CONTRACTOR SHALL NOTIFY THE CITY INSPECTOR 48 HOURS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

H.  THE CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED SEWER LINE TESTING TO

BE COMPLETED IN THE

PRESENCE OF THE ENGINEER OR HIS REPRESENTATIVE. PRESSURE TESTING WILL BE PERFORMED AFTER
INSTALLATION OF DRY UTILITIES, AFTER ALL COMPACTION OF STREET SUBGRADE AND PRIOR TO STREET PAVING.
FINAL LAMPING WILL ALSO BE ACCOMPLISHED AFTER PAVING IS COMPLETED. THESE TESTS SHALL BE THE

MINIMUM BASIS OF ACCEPTANCE OF THE SEWER LINE EXTENSION.

I THE CONTRACTOR SHALL OBTAIN CITY OF GRAND JUNCTION STREET CUT PERMIT FOR ALL WORK WITHIN EXISTING

CITY RIGHT-OF—WAY PRIOR TO CONSTRUCTION.

J. A CLAY CUT-OFF WALL SHALL BE PLACED 10 FEET UPSTREAM FROM ALL NEW MANHOLES UNLESS OTHERWISE

NOTED. THE CUT—OFF WALL SHALL EXTEND FROM 6 INCHES BELOW TO 6 INCHES ABOVE GRANULAR BACKFILL

MATERIAL AND SHALL BE 2 FEET WIDE.
IMPORT MATERIAL APPROVED BY THE ENGINEER.

IF NATIVE MATERIAL IS NOT SUITABLE,

THE CONTRACTOR SHALL

K. SEWER SERVICE STUB OUTS SHALL BE CAPPED AND PLUGGED. STUB OUT SHALL BE MARKED WITH A 4X4 INCH
POST PAINTED GREEN BURIED WITH 3 FEET ABOVE GRADE. AS—BUILT SURVEYING FOR VERTICAL GRADE OF

STUB OUT REQUIRED PRIOR TO BACKFILL.

L. RED LINE AS—BUILTS SHALL BE SUBMITTED TO THE CITY UTILITY ENGINEER AT
PAVING FOR REVIEW.

MANHOLE NOTES

1. CONCRETE SHALL BE COLORADO DEPARTMENT OF TRANSPORTATION CLASS "B”

2. ALL CEMENT USED IN MORTAR, CONCRETE BASES, GRADE RINGS, RISER SECTIONS AND CONES FOR SANITARY

LEAST 72 HOURS PRIOR TO

(SECTION 601.02)

SEWER MANHOLES, SHALL BE TYPE V OR MODIFIED TYPE Il PORTLAND CEMENT WITH LESS THAN 5% TRICALCIUM

ALUMINATE.

3. MANHOLE RISER SECTIONS, CONES AND GRADE RINGS SHALL BE PRECAST REINFORCED CONCRETE CONFORMING

TO ASTM C—478 OR AASHTO M-199.

4. BACKFILL AROUND MAHHOLES AND OTHER PIPELINE STRUCTURES SHALL BE PLACED IN 8" MAX. LIFTS AND
COMPACTED TO 95% AASHTO T—99 WITH HAND OPERATED MECHANICAL EQUIPMENT.

5. ALL WORK SHALL BE IN ACCORDANCE WITH APPROVED PLANS AND CITY SPECIFICATION.

6. THE MANHOLE CONE AND BARREL SECTIONS SHALL BE POSITIONED SUCH THAT THE MANHOLE RING AND STEPS

ARE AT A 45° ANGLE FROM THE INLET PIPE (SEE PAGE SS—08).

7. MANHOLE RING AND COVER SHALL BE SET TO FINISH GRADE USING RAPID ROAD REPAIR GROUT TO ADJUST RIM
ELEVATION. GROUT SHALL NOT EXCEED 2". THICKNESS. GROUT SHALL BE PLACED BETWEEN TOP OF CONCRETE
GRADE RING AND RING AND COVER. STEEL GRADE ADJUSTMENT RINGS MAY BE USED FOR ADJUSTMENT OF

MANHOLE COVERS ONLY WHEN STREETS ARE OVERLAID.

8. INVERTED MANHOLE RINGS WILL NOT BE ALLOWED UNLESS APPROVED BY THE ENGINEER.

GENERAL SEWER NOTES

DEPARTMENT OF PUBLIC WORKS AND PLANNING
ENGINEERING DIVISION STANDARD g@ﬂ{ITLARY SEWER
CITY OF GRAND JUNCTION, COLORADO
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/—FLOW LINE

PUBLIC OR
PRIVATE UTILITY LINE

STEEL CASING

I MIN 1/4” WALL
THICKNESS. 20’
LONG CENTERED

ON FLOWLINE.
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RO

______________ .

2
MIN.
STEEL CASING
PUBLIC OR MIN 1/4" WALL
PRIVATE UTILITY LINE THICKNESS. 20’
LONG CENTERED
ON FLOWLINE.
2’
MIN.
_____________ B —
10 FT. MINIMUM 10 FT. MINIMUM
SECTION

TYPICAL DOMESTIC WATER FLOWLINE AND PUBLIC OR PRIVATE UTILITY CROSSING

DEPARTMENT OF PUBLIC WORKS AND PLANNING
NGINEERING DIVISION

3 STANDARD WATERLINE
CITY OF GRAND JUNCTION, COLORADO
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